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DOUBLE PITCH ROOF - SELECTED BROWN

COPPER SHEETING, STANDING SEAM

ROOFING - TECU CLASSIC OR SIMILAR
MATCHING COPPER FASCIA

MATCHING COPPER SOFFIT

G.L. 54.68

SEE DWG. No 2144

FOR DETAILS OF TANK

BELOW GROUND

2.4m High x 2.465m Wide

DOOR AS SPECIFIED ON

ESB SPEC. 13320 rev 7

(TO ESB SUBSTATION)

G.L. 54.68

G.L. 54.68

G.L. 54.68

COPPER FASCIA

COPPER FASCIA

TREATED TIMBER ENTRANCE

FRAME STRUCTURE TO

ENGINEERS SPECIFICATION

EXTERNAL WALLS - RENDERED

(20mm) PRECAST PANELS TO

SELECTED COLOUR
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VENT STACK FROM ODOUR CONTROL
(HEIGHT TO BE CONFIRMED BY ODOUR

CONTROL SPECIALIST)

750mm Deep TANK ROOF

SLAB (250mm SCREED ON

500mm PC SLABS)

OUTLINE OF RC TANK

UNDER GROUND

SEE DWG. No 2144

FOR DETAILS OF TANK

BELOW GROUND

750mm Deep TANK ROOF

SLAB (250mm SCREED ON

500mm PC SLABS)

OUTLINE OF RC TANK

UNDER GROUND

EXTERNAL WALLS - RENDERED

(20mm) PRECAST PANELS TO

SELECTED COLOUR

2.4m High x 2.4m Wide

DOUBLE LEAF DOOR TO

SELECTED COLOUR (TO

BACKUP GENERATOR)

2.4m High x 2.4m Wide DOUBLE LEAF

DOOR TO SELECTED COLOUR (TO

ODOUR CONTROL / CHEMICAL STORE)

SEE DWG. No 2144

FOR DETAILS OF TANK

BELOW GROUND

OUTLINE OF RC TANK

UNDER GROUND

NORTH ELEVATION

SCALE 1:100

LOUVRED PANELS FOR

GENERATOR AIR INTAKE

EXTERNAL WALLS - RENDERED

(20mm) PRECAST PANELS TO

SELECTED COLOUR

INSULATED SECTIONAL ROLLER

SHUTTER DOOR TO SELECTED

COLOUR AND DETAILS - FOR

REMOVAL OF PUMPS

2.25m High x 1m Wide SINGLE

DOOR TO SELECTED COLOUR

& DETAILS

TREATED TIMBER ENTRANCE

FRAME STRUCTURE TO

ENGINEERS SPECIFICATION

750mm Deep TANK ROOF

SLAB (250mm SCREED ON

500mm PC SLABS)

N O T E S :

1. FIGURED DIMENSIONS ONLY TO BE TAKEN  

FROM THIS DRAWING.

2. ALL DRAWINGS TO BE CHECKED BY THE  

CONTRACTOR ON SITE

3. ENGINEER/EMPLOYERS REPRESENTATIVE, AS

APPROPRIATE, TO BE INFORMED BY THE 

CONTRACTOR OF ANY DISCREPANCIES 

BEFORE ANY WORK COMMENCES

4. THE CONTRACTOR SHALL UNDERTAKE A 

THOROUGH  CHECK FOR THE ACTUAL 

LOCATION OF ALL  SERVICES/UTILITIES, 

ABOVE AND BELOW GROUND,  BEFORE ANY 

WORK COMMENCES

5. ALL LEVELS SHOWN RELATE TO ORDNANCE  
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